Do not scale this drawing ( except for planning purposes ) there may be variations due to printing. Work to figured dimensions only. It in doubt please ask.

This area of existing roof is to be stripped and re-usable slates

put to one side for re-use. Inspect any defect rafters and notify
Client. Insulate flat ceiling area with general purposed quilt.

300mm. Sloping areas where possible are to be insulated with
Celotex double-r maintaing agdequate ventilation.

Use Tyvek or similar breathable membrane under 50 x 25 tannalised
battens. Re use retained slates and if possible obtain reclaimed slates
as needed. Provide a samle to the Client for his

approval,

Proposed new shower room
window. Check & confirm whether
obscured glazing is required.

The existing house gutter is to be
replaced throughout with

Lindab Rainline self finish guttering
system & downpipes unless otherwise
agreed with the client.
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New window to match the other window and

hanging slates to match the existing ornate
adjacent.
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The existing window here is to be replaced.
One large sash required, rather than eaves
windows + sash.

Proposed south elevation
to the road.

Provide & install a "Solatube” or similar approved
daylighting system to the rear of the roof to transmit

light into the first floor landing area. Provide manufacturer's
details to Client before purchasing or installing.

This area of the existing roof is to be stripped
and the slates set aside for re-use. Additional

100 x 50 rafters at 400mm crs installed alongside

the existing ( which are to be retained insitu )

and raised up to suit the new roof pitch to join

at the new ridge.
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Window sill height to suit the top of

nd. CHECK with Client.

Stonework here will need to
be built up to new roof line.

Proposed west elevation,

- New pitched slate clad roof.

Provide 30 x bmm galvanised mild
steel straps with solid blocking
between the rafters at max 2000mm

crs to tie the gable wall to the roof
rafters / trusses. Taop straps are to
be as close to the ridge as possible.

Extractor termination from
the cooker hood.
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Roof to gable wall straps.

Build up the gables in
suitable blockwork.

Proposed east elevation.

Check that windows are centred

False transome required here
as this window must be wide
enough for escape purposes.

This area of existing roof is to be stripped and re-usable slates

under ridges.

put to one side for re-use. Inspect any defect rafters and notify A, Steel frame indicated. 03/8/07

Sun tube. Q

Client. Insulate flat ceiling area with general purposed quilt.
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Description. Date.
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300mm. Sloping areas where possible are to be insulated with Rev.
Celotex double-r maintaing agdequate ventilation.

Use Tyvek or similar breathable membrane under 50 x 25 tannalised
battens. Re use retained slates and if possible obtain reclaimed slates
as needed. Provide a samle to the Client for his

approval.
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Existing ground line.

New granite
changes at t

steps between level
he rear.

Proposed rear elevation.
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H Code 4 lead flashing from dpc grooves
! in new windows and dressed down 100mm }
: over the slates. client Mr & Mrs M Knafaji.
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o RS | Devon. TQ13 7NX 01364 631151
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i i i New exterior oil fired central heating )
— : boiler to be installed in this location. site address
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scale. 150 date. August 2007

Proposed elevations.
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